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Zone 12
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Select the zone which you want to
allocate your thermostat. You can pair one
thermostat with more than one zone.
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Setup for your
SQ610RF Thermostat

Would you like to run default
schedule?

@® No

QO Yes

Choose “No”if you want
to set your own schedule
later orYes”if default now.
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After that, the thermostat will
display the main screen.
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THE NETWORK

Q

Standby

ant
items to the dashboard for fast, easy
access.

Complete set up %

Cancel

Pin thermostat to the main
app screen and complete
setup.

Congratulations, you've
successfully configured the
SQ610RF Quantum thermostat
with the KLOSRF control box.

@ Note: Once the ZigBee network
is open, {ou can add other
compatible products such as
SW600, SPE6O0, SR600, Mini

Select the thermostat from the
main app menu.
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SQ610RF
Thermostat

ouptcate schecuie @)
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jeek / MON-FRI and SAT+SUN

of the time / MON-SUN

ehermos(at

UG800 LEDs show solid ?reen. TRV and RX10RF.
UGE600/UG600 shows solid blue.
Installation in offline mode - Pairing with the KLOSRF
o Open the ZigBee network.
CONNECT W1TH UG800 UGE600/UG600
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Choose which days %ou want the

program to schedule:
*5+2 (5 days same program +

2 days same program - MON-FRI
+ SKT—SUN)

* Individual, every week (daily)
*All7 dﬁs same program
(MON-SUN)

U

O
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SelectYes” by pressing

Press v/ to confirm.

The thermostat will start
looking for the gateway’s

CO10RF
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thermostat in any way you want.
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Setting the schedule: in the app (online mode)

Press on the thermostat's
name.

Working Week / MON-FRI and SATsSUN W/

After you select the period,

use the “Add interval” option

to add your intervals to the
schedule.

0
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Thermostat Schedule

Create your own schedule

SQ610RF
Thermostat

Scroll down and press the
encil button. As you can see,

there is a default schedule. You

can delete all of the default
intervals by pressing the
@ button.

Add a new Interval
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Then, add the start time and
temperature setpoint. Confirm
by pressing the “Add”button.

Note: You can add as many intervals as you wish by repeating the procedure described from steps 3 to 6.
The procedure is the same for all 3 schedule configurations. You can also customise the programs on the

o—

Duplicate schedule
Which thermostat(s) would you like to
duplicateths schedule tor

Home.

V) SQ610230V Thermostat

Press the == button to enter
main menu.

Press

) SCHEDULE
!5 SETTINGS
8o ‘C
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V5 toenter“Schedule
Settings”.
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Setting the schedule: using the thermostat (offline mode)

Note: There are 3 possible
schedule variants. Use the

\/or A\ buttons to
select the schedule variant
and confirm using‘/o.
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schedule for WEEKENDS.

Schedule programming example for the WHOLE WEEK:
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er setting the schedule, the
stat will be workinfi in schedule

the display.

Elo1-14) (El=1~T1<) [El=1~I<
Sei)arate schedule for One schedule for the Seven separate schedules
WORKING DAYS and separate WHOLE WEEK. for SINGLE DAYS.

Thermostat will move to the next
program (next time period). If you
made a mistake, you can go back to
the previous step using the == button
(changes will not be saved). Repeat
steps 4and 5 for the next time periods
in the schedule. No time --:-- on

the display means given program is
skipped. There are 6 programs/time
periods in the schedule. Hold the v/
button for 3 seconds to save and exit
schedule editing.
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OneTouch rules (add/edit)

OneTouch is a function that distinguishes SALUS Smart Home system in terms of functionality. OneTouch rules are pre-
conﬁﬁured set of actions defined in the interface for ease of use. You can switch it on or off anytime. OneTouch informs
the thermostat or other device how it has to work according to pre-set settings.

There are 3 pre-defined OneTouch rules:

- Party Mode - set thermostat temperature to 21° C for 2 hours
- Comfort Temperature - set the thermostat temperature to 21°.
- Holiday Mode - set the optimal temperature to save energy while you're away from home.

Home Al equipment
Equipment @ > 5

Settings Gateways

Help >

My Status

Logout

Select the OneTouch option.

e

@

Open the main menuin Select Equipment.

the app.

Quantum Thermostats

Apply OneTouch rule
'Party Mode'

Party Mode
Set thermostat to 21°C for 2 hours

]
@ Run Comfort Temperature
Set thermostat to 21°C

4 SQB10RF Thermo
o WHEN

Run Now button s pressed

Run Standby Mode DO THIS

Set thermostat to Standby Set SQB10RF Thermostat to 21 °C

Holiday mode
Set thermostat mode for holiday

THEN DO THIS LATER

Set SQ610RF Thermostat to follow
schedule in 2 hours

t Apply

—
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m L mode. The calendar icon will show up on
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i Factory reset Technical information
- 5 It cancel Power Supply Li-lon Rechargeable Battery
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— Charging time 24 Hrs after 1 to 2 years of continous use
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lSJﬂIgEtRS LS(}SE' type: bﬂi;g%;hfe}iﬁtaphiegm& bﬂsé(}!"f EePI:cTil?eOygr’;le Aﬂerrou’ve added all the ADDITIONALLY: You can Select the thermostat for
to confirm Tess v box number, Press v number. Press vt intervals, press “Save”to save duplicate the same schedule which you want to duplicate Operati e
0 confirm. onfirm. ¢ Confirm.” and set your schedule. for other thermostats. Click the schedule. perating temperature 0°C-457%C
' ' on the ”Duplltgate schedule” Storage temperature -20to +60°C
@ Close the ZigBee network. option. ‘ - T <~ Safety approval Class IIl
ADDTIONAL r ~ —
JONE 1200 = 4 . . — -
Do I T Sl — @ Note: To delete any interval in the schedule, just use the (=) Press the — button to enter (o to the Admin Settings. Choose the “Factory Reset”
-— I B A LJ Q button next to the selected interval. main menu. option. Control via app Salus Premium Lite App
’ U @ Dual control Heating and cooling
Alerts and notifications Email
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Y ir your thermostat with When the thermostat s st FAL TORY The thermostat can be locked using the
'ou can pair your thermostat wi ! ) - )
more than one zone. Select additional ~ successfully paired, main m m P 6 me brom Administrator function Salus Premium Lite app
zones o finish the pairing processby ~ screen will be displayed. ) )
pressing ‘/Ug - Number of devices supported 16
Replace zone L * . Communication protocol Wi-Fi 2.4GHz via ZigBee
0 Notei Iftge user v_viI‘I‘choose = sC (=1~ 1~ ‘4% (=1~ 1~1+«] Display type LCD display
then the hermstat il Multanguage support Yes
display “ZONE OCCUPIED". The — Add interval Select YES and confirm choice Wait for a few moments for the - - - —
occhiZd zone can be replaced © by pressing the v button. factﬁ,y reset procedure to EniSh' Protocol Heating and cooling algorithms, including TPI
by another thermostat. It will The app will now ask you to low, you can remove the ;
re?nove the current thermostat duplirc)gte the schedule and thermostat from the app. Pairing The thgrmostat and the receiver come
that is assigned to that zone. save your choice. The selected prepaired from factory.
thermostat will have the same \ = )
schedule. \ y Dimensions (Width x Height x Depth) | 86x86x 11 mm
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Choose “Party Mode" as one of
the built-in OneTouch rules.
(lick"Add OneTouch”to add it.

Select the thermostats which
you want to configure with this
rule. Press “Apply” to confirm.

Party Mode has been
activated. You can check
how it works by pressing

the “Run now”button.

SCAN HERE
@ You can also create your own OneTouch
rule. Please refer to the full installation
manual for the complete procedure on
how to create your own OneTouch rule.

Scan the QR code on the right.




